






RX series cabinets offer an intelligent and 
innovative design that are aesthetically 
distinctive design and cost effective 19” floor 
standing enclosures in 600mm or 800mm wide 
and 600, 800 or 1000mm depth. Features 
include four adjustable profiles, lockable glass 
front door and metal vented side & rear doors, 
transit castors. Heavy duty castors can be used for 
the heavier loaded cabinets. Open structure 
comprising of a rigid bolted frame manufactured 
to IEC297 and BS5954. The cabinet can be 
supplied in knockdown condition which makes 
less transportation cost. 
“ Cost and space saving while using RX series 
cabinets”

The most significant innovation is the shape 
of the uprights. The frame vertical itself acts as 
vertical cable manager  and the slots provided in 
the verticals will cater to effective cable 
management from front to rear of the enclosure. 
This means to customer great cost saving as feature 
of 800w is available in 600mm wide cabinets. 
Avoiding 800mm width enclosure the customer 
also saves floor space and can accommodate 
more enclosures for the same area.









BX-Series design of ventilated top, bottom 
covers, ventilated top, rear door and ventilated side 
panel ensures a very high heat dissipation factor. The 
side panels have the additional options of half, full or 
1/3rd ventilation. To enhance further heat dissipation 
fans can be mounted on the top panel.To further 
enhance space utilization the top panels are 
designed to accommodate fans directly onto them. 
Known as Top offsets they increase the usable height 
of the cabinet. The Front door which can be ventilated 
or plane depending upon user configuration can 
either have a smoke grey acrylic or a tinted 
toughened glass window. The rear door is usually 
mesh to ensure proper thermal management. The 
“Top-Down” and “Left-right” stiffener allows better 
stability and rigidity to the door. The casters at the 
bottom allow smooth movement of the cabinets 
inside or outside the room.

These are cost effective solution from the house 
of SIGMA to provide solutions for housing networking 
equipments. The design is such that it allows total 
freedom and flexibility for the engineer to “cable up” 
and then put the cover on. There are no predefined 
cable ducting or mounting. The “10-bend profile” 
design along the height of the frame allows 
tremendous stability to the structure. Three pair “Panel 
mounting support provides frame stability. The 
removable side panels allow equipment access from 
all sides. The “T” slide arrangement gives variable 
mounting possibilities to accommodate patch panels, 
subracks, chassis, shelves, fittings, modems, and 
routers, etc. The basic ‘H’ frame can be varied along 
the height and depth of the cabinet making it easier for 
the engineer to structure the equipments.









WX-e series  well designed and cost effective 
solutions for wall mount enclosures. Proper ventilation is 
provided on the side and top covers. The welded frame 
construction adds rigidity to the structure. with top and 
bottom cable entry provision, these wall mount cabinets 
provide optimal flexibility for cable management.

Based on the concept of forced or 
natural air flow pockets are provided 
at the top. For forced air flow, fan can 
mount at the top.

Cutout for air flow

Used for 19’ Standard application. 
The panel mount can have an infinite 
depth adjustment. Made of 2mm 
CRCA.

Adjustable 19’ Panel mounting
angles

Doors are fitted on to the frame with
two section hinge easy fixing.

Doors fixed by Concealed hinge

Front door sides formed radius and 
cutouts as shown for cooling 
purpose.

Stylish front door

Cable entry cutouts and gland 
plate provided at top and bottom 
of the Wall mount.

Cable entry Provision

1) Cable entry cutout on top and
bottom side of the enclosure

2) Adjustable 19” angle at every
25 mm depth

3) Provision for fan on the top cover
4) Front lockable glass door and 

rear panel as optional
5) Handles extra large cable 

bundles with front and rear 
distribution provisions.

6) Lacing points with generous front
to rear openings.

7) Organizer covers provide clean 
appearance - split design allows 
quick access.

Features





The 2-Post Frame Open Rack is made of either 
strong and lightweight Aluminum (6063-T6 alloy) extrusion 
or 2.0 mm steel. It comes with height ranging from 27U to 
45U. These products have universal vertical mounting 
hole patterns which allow mounting of 19” equipments. 
The Top and side frames are provided with cable entry 
cutouts which allow effective routing of cables.

Both the steel and aluminum models can be used 
to fit 19” equipments. The units which can either be fitted 
on the floor or allowed to move are particularly well suited 
for networking and data transmission applications. Used in 
open accessibility lab applications.





SIGMA offers a wide range of accessories for networking cabinets. These accessories 
enable the system integrator to position and connect different equipment in a professional 
manner, in step with current worldwide practices. Use of correct accessories is crucial for the safety 
of the equipment, increasing reliability, reducing the time to integrate, and also for simplifying field 
maintenance of complex electronic equipment. Please consult the Accessory Selection chart to 
determine the correct choice of the accessory compatible with the product group.



Tray Fan, 1U 2-Fan Position AC-3225-1Y

Tray Fan, 1U 4-Fan Position AC-3226-1Y

Tray Fan, 1U 6-Fan Position AC-3227-1Y

Fan Tray

These are 19” mountable fan trays used to position cooling
fans ( 90CFM ) at any convenient height inside the cabinet.

Door fan Tray , 2 Pos.600W AC-3217-1Y

Door fan Tray , 2 Pos.800W AC-3218-1Y

Door Mounting Fan Tray

These trays are fixing to the rear door for getting 
cooling inside the cabinets.

Cable Manager, 1U,19” Mounting AC-3223-1Y

Cable Manager, 2U,19” Mounting AC-3224-1Y

Cable Manager

Cable managers are useful for routing cables horizontally along 
the front of the cabinet without sagging

AC Main Chnl , 14X5A,Indicator,15A MCB AC-3219-1Y

AC Main Chnl , 8X15A,Indicator,15A MCB AC-3220-1Y

AC Main Chnl , 14X5A AC-3221-1Y

AC Main Chnl , 14X15A AC-3222-1Y

AC Main Channel

These trays are fixing to the rear door for getting cooling inside 
the cabinets.





Power Distribution Unit

The AC Mains Distribution box is designed for 19” horizontal 
mounting.

AC Distribution Box , 6X5A,Indicator,15A MCB AC-3228-1Y

AC Distribution Box , 4X15A,Indicator,15A MCB AC-3229-1Y

Cable channels, with cabling loops, are made of steel and are meant 
to be fitted vertically along the side of the cabinets at the rear

Channel with Cable Loops, 24U AC-3230-1Y

Channel with Cable Loops, 24U AC-3231-1Y

Channel with Cable Loops, 24U AC-3232-1Y

Channel with Cable Loops, 24U AC-3233-1Y




